
AUSTENITIC STAINLESS STEELS :
304L • 316L • 316Ti • 321 • 310 • 904L • Duplex • Super Duplex

NICKEL AND NICKEL ALLOYS :
Nickel 200-201 • Monel 400 • Alloy 600-601-625 - Alloy 800-800H-800HT-825 • Alloy C276-C22

STEEL TUBES

PRECISION STAINLESS



Certified ISO 9001, INOXTUBE is committed to 
maintaining the quality of your products and 
their constancy by strictly monitoring every 
step during the whole supply phase. From your 
price inquiry to delivery, the steps are broken 
down one by one and tracked using predefined 
procedures.
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For more information, please go to our website :

www.inoxtube.com
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Historical Review 
	  
	  

Initially founded in 1977 to market copper 
and stainless steel products, INOXTUBE 
gradually specialized in the trade of stainless 
steels and nickel alloys. 
	  
Today, INOXTUBE is a LEADER in the 
distribution of tubes used in the quality 
instrumentation and hydraulic analysis 
process in straight lengths and coils. 
	  

Located in Coulommiers, (France), our stock 
(over 500 references) and different partners 
allow us to reply within a maximum period of 
48 hours. Thanks to our organization and 
flexibility, we can handle your needs quickly 
and dispatch shipments on a daily basis 
throughout France. 
	  

Our prompt response and the experience we 
have gained since the very beginning has 
enhanced our development at the European 
level. 

Through synergy with TUBEXACT, our 
subsidiary - production unit since 1934 - 
we can meet all your needs for: 
• Degreasing of STRAIGHT LENGTH and COILS  

• Making your tubes to match your SPECIFIC SIZES. 

• Completion of CUT AND / OR COLD-
FINISHED PARTS ACCORDING TO YOUR 
DRAWN. 

• The manufacture of COPPER, BRASS, ALUMINIUM 
and CARBON STEEL tubes or parts. 

	  
	  

For more information, please go to our website: 

www.inoxtube.com 
	  
	  
	  

Certified	  ISO	  9001,	  INOXTUBE	  is	  committed	  to	  
maintaining	   the	  quality	   of	   your	   products	   and	  
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step	   during	   the	   whole	   supply	   phase. From 
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SEAMLESS 
STRAIGHT LENGTH
TUBES
(From stock or rapid supply)
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SEAMLESS  
STRAIGHT LENGTH 	    
TUBES 
(From stock or rapid supply) 

	  
	  

1) INSTRUMENTATION TUBES 

• Production standard: ASTM A213/A269/EN 10216-5 

• Type: Seamless, cold-drawn 

• Metallurgical  state: annealed 

• Lengths: from 5 to 7 m 

• Imperial dimensions: 
Outer diameter: from 1/16'' (1,59 mm) to 2'' (50,8 mm) 
Thickness: from 0,012'' (0,3 mm) to 0,109'' (2,77 mm) 

• Stainless steel: 316L, 317L, 904L, Super Duplex 

• Nickel alloys: Alloy 400, 600, 625, 800, 800H, 800TH, 825, C276. 
	  
	  
	  

2) HYDRAULIC/METRIC TUBES 

• Production standard: ASTM A213/A269/EN 10216-5 

• Type: Seamless, cold-drawn 

• Metallurgical state: annealed 

• Lengths: from 5 to 7 m 

• Dimensions: 
Outer diameter: from 1 mm to 50 mm 
Thickness: from 0,2 mm to 5 mm 

• Stainless steel: 304L, 321, 316L, 316 Ti. 
	  
	  
	  

3) OIL AND ISO/GAS TUBES 
	  

• Production standard: ASTM A312/EN 10216-5 

• Type: Seamless, cold or hot drawn 

• Metallurgical state: annealed 

• Lengths: from 5 to 7 m 

• Oil dimensions: 
Outer diameter: from ¼'' (13.72 mm) to 8'' (219.08 mm) 
Thickness: from Sch 10S to Sch 160 

• ISO/Gas dimensions: 
Outer diameter: from DN8 (13.5 mm) to DN40 (48.3 mm) 
Thickness: from 1,6 mm to  3.25 mm 

• Stainless steel: 304L, 321, 316L, 316 Ti, 904L, Duplex, Super Duplex, 310. 
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3) OIL AND ISO / GAS TUBES



•	 O.D.	1/16''	(1.59	mm)		x	W.T.	0.012''	(0.3	mm)

•	 O.D.	1/16''	(1.59	mm)	 x	W.T.	0.014''	(0.36	mm)

•	 O.D.	1/8''	(3.17	mm)	 x	W.T.	0.02''	(0.51	mm)

•	 O.D.	1/8''	(3.17	mm)	 x	W.T.	0.028''	(0.71	mm)

•	 O.D.	1/8''	(3.17	mm)	 x	W.T.	0.035''	(0.89	mm)

•	 O.D.	1/4''	(6.35	mm)	 x	W.T.	0.035''	(0.89	mm)

•	 O.D.	3/8''	(9.52	mm)	 x	W.T.	0.035''	(0.89	mm)

•	 O.D.	3/8''	(9.52	mm)		 x	W.T.	0.049''	(1.24	mm)

•	 O.D.	3/8''	(9.52	mm)	 x	W.T.	0.065''	(1.65	mm)

•	 O.D.	1/2''	(12.7	mm)	 x	W.T.	0.035''	(0.89	mm)

•	 O.D.	1/2''	(12.7	mm)	 x	W.T.	0.049''	(1.24	mm)

•	 O.D.	1/2''	(12.7	mm)	 x	W.T.	0.065''	(1.65	mm)

1) INSTRUMENTATION, SEAMLESS, COILED TUBES

•	 Production	standard:	ASTM	A269/Nace	MR0175	

•	 Type:	Seamless,	cold-drawn

•	 Metallurgical		state:	annealed

•	 LWC	lengths:	from	25	to	700	m
	 Minimum	quantity	by	diameter:	25	m	

•	 Grade:	316L.
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SEAMLESS COILED
TUBES
(From stock or rapid supply)

METRIC DIMENSIONS IMPERIAL DIMENSIONS

•	 O.D.	3	mm	 x	W.T.	0.5	mm	

•	 O.D.	3	mm	 x	W.T.	1	mm

•	 O.D.	4	mm	 x	W.T.	0.5	mm

•	 O.D.	4	mm	 x	W.T.	1	mm

•	 O.D.	5	mm	 x	W.T.	0.5	mm	

•	 O.D.	6	mm		 x	W.T.	0.5	mm	

•	 O.D.	6	mm	 x	W.T.	1	mm

•	 O.D.	8	mm	 x	W.T.	1	mm

•	 O.D.	10	mm	 x	W.T.	1	mm	

•	 O.D.	12	mm	 x	W.T.	1	mm
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PRECISION TUBES

WE CAN SERVE YOU FROM OUR STOCK OR SUPPLY 

T RAPIDE : •	 Production	standard:	according	to	your	needs	
•	 Type:	Seamless	or	welded	and	redrawn
•	 Metallurgical		state:	annealed	or	hard
•	 Delivery:	in	lengths	(of	3	to	12	m)	or	coils
•	 Dimensions:
	 Outer	diameter:	from	1	mm	to	12	mm	
	 Thickness:	from	0,1	mm	to	1.5	mm

•	 Tolerances:	according	to	your	needs
•	 Tubing	into	lengths	or	parts	according	to	your	drawn
•	 Stainless	steel:	304L,	316L,	310
•	 Nickel	alloys:	Alloy	400,	600,	625,	825,	C276.

WE SELL FROM OUR STOCK

•	 O.D.		1.59	mm	 x	W.T.	0.3	mm	

•	 O.D.		 3	mm	 x	W.T.	0.5	mm

•	 O.D.		3.17	mm	 x	W.T.	0.51mm	

•	 O.D.		 4	mm	 x	W.T.	0.5	mm	

•	 O.D.		 5	mm	 x	W.T.		0.5	mm	

•	 O.D.		 6	mm	 x	W.T.		0.4	mm	

•	 O.D.		 6	mm	 x	W.T.		0.5	mm

•	 O.D.		 6	mm	 x	W.T.		1	mm	

•	 O.D.		 7	mm	 x	W.T.		1	mm

•	 O.D.		 8	mm	 x	W.T.		0.5	mm

•	 O.D.		 8	mm	 x	W.T.		1	mm

•	 O.D.		 9	mm	 x	W.T.		1	mm

•	 O.D.		 10	mm	 x	W.T.		1	mm	

•	 O.D.		 12	mm	 x	W.T.		1	mm.

SEAMLESS COILED
TUBES
(From stock or rapid supply)

Precision tubes are used in many 
applications such as: metrology, 
pyrometry, the manufacture of sensors, 
and chromatography.

Additional services:
Thanks to TUBEXACT, our subsidiary, we can 
offer you:

• Straight lengths, coils or finished parts  

 degreasing

• Degreasing for "Oxygen Service"

• Tubing according to your drawn

• Finished parts according to your specifications.



Tolerances with respect to standards

Maximum pressure table in bar for stainless steel tubes - 316L

Tolerances in accordance with EN 10216-5:2004 - Seamless stainless steel tubes  
   for pressure purposes

Tolerances in accordance with ASTM A312

Tolerances in accordance with ASTM A269 and ASTM  A213
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Tolerances in accordance with EN 10216-5:2004 -  Seamless stainless steel tubes 

for pressure purposes 
Outer diameter tolerance  Thickness tolerance 

classes tolerances classes  tolerances 
D3 ±0.75% min ±0,30mm T3 ±10,0% min ±0,2mm 
D4 ±0.50% min ±0,10mm T4 ±7,5% min ±0,15mm 

	  

          Tolerances in accordance with ASTM A269 and ASTM  A213 
	  

outer diameter Tol. Ext Diam  Tol. Thickness Tol. Roundness 
mm mm mm mm 

	   inf ˆ   12,7mm ±0,13mm ±15% - 
sup ˆ 12,7mm et inf ˆ 38.1mm ±0,13mm ±10% max 1,65mm 
sup ˆ 38,1mm et inf ˆ 88.9mm ±0,25mm ±10% max 2,41mm 

	  

              Tolerances in accordance with ASTM A312 
	  

O D Tolerance O D 
mm mm 

10,29mm up to   48,26mm 
>48,26 mm up to   114,30mm 

+0,40mm -0,79mm 
+0,79mm -0,79mm 

	  

        Maximum pressure table in bar for stainless steel tubes - 316L 
	  

Ø External Thickness 20°C 100°C 150°C 200°C 250°C 300°C 350°C 400°C 
1,59 0,30 377 334 304 280 263 243 233 226 
3,00 0,50 400 354 322 297 279 258 247 240 
3,00 1,00 800 708 644 594 558 516 494 480 
3,17 0,51 388 343 312 288 271 250 240 233 
3,17 0,71 577 511 464 428 403 372 357 346 
3,17 0,89 653 578 525 485 456 421 403 392 
4,00 0,50 300 265 241 223 209 193 185 180 
4,00 1,00 600 531 483 445 419 387 371 360 
4,76 0,89 435 385 350 323 303 280 269 261 
5,00 0,50 240 212 193 178 167 155 148 144 
5,00 1,00 480 425 386 356 335 309 297 288 
6,00 0,50 200 177 161 148 140 129 124 120 
6,00 1,00 400 354 322 297 279 258 247 240 
6,00 1,50 650 575 523 482 454 419 402 390 
6,35 0,71 288 255 232 214 201 186 178 173 
6,35 0,89 326 288 262 242 227 210 201 196 
6,35 1,24 491 435 395 365 343 317 304 295 
6,35 1,65 685 606 551 508 478 441 423 411 
8,00 0,50 150 133 121 111 105 97 93 90 
8,00 1,00 300 265 241 223 209 193 185 180 
8,00 1,50 488 431 392 362 340 314 301 293 
8,00 2,00 675 597 543 501 471 435 417 405 
9,00 0,50 133 118 107 99 93 86 82 80 
9,00 1,00 267 236 215 198 186 172 165 160 
9,52 0,89 217 192 175 161 152 140 134 130 
9,52 1,24 327 290 263 243 228 211 202 196 
9,52 1,65 456 404 367 339 319 294 282 274 
10,00 0,50 120 106 97 89 84 77 74 72 
10,00 1,00 240 212 193 178 167 155 148 144 
10,00 1,50 390 345 314 289 272 251 241 234 
10,00 2,00 540 478 434 401 377 348 334 324 
10,20 2,00 529 468 426 393 369 341 327 318 
12,00 0,50 100 88 80 74 70 64 62 60 
12,00 1,00 200 177 161 148 140 129 124 120 
12,00 1,50 325 287 261 241 227 209 201 195 
12,00 2,00 450 398 362 334 314 290 278 270 
12,70 0,89 163 144 131 121 114 105 101 98 
12,70 1,24 246 217 198 182 171 158 152 147 
12,70 1,65 343 303 276 254 239 221 212 206 
12,70 2,11 449 397 361 333 313 289 277 269 
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sup ˆ 12,7mm et inf ˆ 38.1mm ±0,13mm ±10% max 1,65mm 
sup ˆ 38,1mm et inf ˆ 88.9mm ±0,25mm ±10% max 2,41mm 

	  

              Tolerances in accordance with ASTM A312 
	  

O D Tolerance O D 
mm mm 

10,29mm up to   48,26mm 
>48,26 mm up to   114,30mm 

+0,40mm -0,79mm 
+0,79mm -0,79mm 

	  

        Maximum pressure table in bar for stainless steel tubes - 316L 
	  

Ø External Thickness 20°C 100°C 150°C 200°C 250°C 300°C 350°C 400°C 
1,59 0,30 377 334 304 280 263 243 233 226 
3,00 0,50 400 354 322 297 279 258 247 240 
3,00 1,00 800 708 644 594 558 516 494 480 
3,17 0,51 388 343 312 288 271 250 240 233 
3,17 0,71 577 511 464 428 403 372 357 346 
3,17 0,89 653 578 525 485 456 421 403 392 
4,00 0,50 300 265 241 223 209 193 185 180 
4,00 1,00 600 531 483 445 419 387 371 360 
4,76 0,89 435 385 350 323 303 280 269 261 
5,00 0,50 240 212 193 178 167 155 148 144 
5,00 1,00 480 425 386 356 335 309 297 288 
6,00 0,50 200 177 161 148 140 129 124 120 
6,00 1,00 400 354 322 297 279 258 247 240 
6,00 1,50 650 575 523 482 454 419 402 390 
6,35 0,71 288 255 232 214 201 186 178 173 
6,35 0,89 326 288 262 242 227 210 201 196 
6,35 1,24 491 435 395 365 343 317 304 295 
6,35 1,65 685 606 551 508 478 441 423 411 
8,00 0,50 150 133 121 111 105 97 93 90 
8,00 1,00 300 265 241 223 209 193 185 180 
8,00 1,50 488 431 392 362 340 314 301 293 
8,00 2,00 675 597 543 501 471 435 417 405 
9,00 0,50 133 118 107 99 93 86 82 80 
9,00 1,00 267 236 215 198 186 172 165 160 
9,52 0,89 217 192 175 161 152 140 134 130 
9,52 1,24 327 290 263 243 228 211 202 196 
9,52 1,65 456 404 367 339 319 294 282 274 
10,00 0,50 120 106 97 89 84 77 74 72 
10,00 1,00 240 212 193 178 167 155 148 144 
10,00 1,50 390 345 314 289 272 251 241 234 
10,00 2,00 540 478 434 401 377 348 334 324 
10,20 2,00 529 468 426 393 369 341 327 318 
12,00 0,50 100 88 80 74 70 64 62 60 
12,00 1,00 200 177 161 148 140 129 124 120 
12,00 1,50 325 287 261 241 227 209 201 195 
12,00 2,00 450 398 362 334 314 290 278 270 
12,70 0,89 163 144 131 121 114 105 101 98 
12,70 1,24 246 217 198 182 171 158 152 147 
12,70 1,65 343 303 276 254 239 221 212 206 
12,70 2,11 449 397 361 333 313 289 277 269 
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